
CREASED SEPARATOR COILS 

Creased separator coils are strips of insulation cut-to-width and pre-creased so they form easily. 

Available in a variety of grades and sizes. NOMEX meets mil spec MIL-I-24204A, DMD meets mil spec 

MIL-I-22834. NOMEX and DMD are Hermetic approved. 

 

NOMEX CLASS R (220°C) 

           “A” (IN.)                                   “B” (IN.)                                   “C” (IN.)                         PART NUMBER 

.010 5/32 7/16 NHT-10-14-5 

.010 3/16 9/16 NHT-10-18-6 

.010 9/32 ¾ NHT-10-24-9 

.010 3/8 15/16 NHT-10-30-12 

.015 3/16 9/16 NHT-15-18-6 

.015 9/32 ¾ NHT-15-24-9 

.015 3/8 15/16 NHT-15-30-12 

.020 9/32 ¾ NHT-20-24-9 

.020 3/8 15/16 NHT-20-30-12 

 

DMD CLASS F (155°C) 

           “A” (IN.)                                   “B” (IN.)                                   “C” (IN.)                         PART NUMBER 

.011 5/32 7/16 NHT-11-14-5 

.011 3/16 9/16 NHT-11-18-6 

.011 9/32 ¾ NHT-11-24-9 

.011 3/8 15/16 NHT-11-30-12 

.015 3/16 9/16 NHT-15-18-6 

.015 9/32 ¾ NHT-15-24-9 

.015 3/8 15/16 NHT-15-30-12 

 

TFT CLASS F (180°C) 

           “A” (IN.)                                   “B” (IN.)                                   “C” (IN.)                         PART NUMBER 

.009 5/32 7/16 TFT-9-14-5 

.009 3/16 9/16 TFT-9-18-6 

.009 9/32 ¾ TFT-9-24-9 

.009 3/8 15/16 TFT-9-30-12 

.011 3/16 9/16 TFT-11-18-6 

.011 9/32 ¾ NHT-11-24-9 

.011 3/8 15/16 NHT-11-30-12 

 


