
 HEIGHT "A"  "B" 

 1.50 

TENSILE STRENGTH:...........................2,500 LBS
CANTILEVER STRENGTH: ..................3,000 LBS
COMPRESSIVE STRENGTH:...............25,000 LBS
TORQUE STRENGTH: ....................... 35 FT. LBS
ARC RESISTANCE:.............................180 SEC
UL 94 FLAME RESISTANCE: ..............94 V-0
CREEP DISTANCE: ............................5/16" + DIM "A"
TRACK RESISTANCE:.........................600 MINUTES
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ALUMINUM INSERTS

 2.50 

HEIGHT "A" THREADS PART NUMBER "B" (reference) VOLTAGE
3/8 ‐ 16 1872‐1A
1/2 ‐ 13 1872‐2A

2.625"  [66.7] 5/8 ‐ 11 1872‐3F 0.38" 3400
3/8 ‐ 16 1872‐1B
1/2 ‐ 13 1872‐2B
3/8 ‐ 16 1872‐1C
1/2 ‐ 13 1872‐2C
3/8 ‐ 16 1872‐1D
1/2 ‐ 13 1872‐2D
3/8 ‐ 16 1872‐1E
1/2 ‐ 13 1872‐2E
5/8 ‐ 11 1872‐3E

3200

3600

4100

4500

5000

2.50
[63.5]

2.75
[69.9]
3.00  
[76.2]
3.25
[82.6]

3.50
[88.9]

0.25"

0.50"

0.75"

1.00"

1.25"


